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W.A.C.I. BLIND IN FIXED WINDOW
-BLIND INSTALLED ON PANEL-

GENERIC WINDOW DETAILS DESIGNED TO SHOW LOCATION OF
BLIND AND BLIND HARDWARE ITEMS ONLY. W.A.C.l. DOES @
NOT RECOMMEND EXACT DUPLICATION OF THESE DETAILS.

MINIMUM SPACE REQUIREMENTS
17 BLINDS = 1 %” MINIMUM SPACExX

3’ BLINDS = 3" MINIMUM SPACEx
*ALLOW ADDITIONAL SPACE WHEN UTILIZING
POLYMERIC GLAZING MATERIALS. CONSULT
MANUFACTURER FOR RECOMMENDATIONS.

W.A.C.I. SUPPLIES BLINDS AND HARDWARE TO
OPERATE AND INSTALL THE BLINDS ONLY.
W.A.C.I. DOES NOT SUPPLY ANY GLASS OR

FRAMING MATERIALS.
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EXTERIOR CAN BE SINGLE, OR DOUBLE GLAZED.
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4705 BAYBERRY ST.

WINDOW ACCESSORY CO. INC. rao x 23
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WACI BLIND IN FIXED WINDOW
BLIND HUNG ON PANEL
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